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1
METHOD AND APPARATUS OF
IMPLEMENTING TIME SYNCHRONIZATION

CROSS REFERENCE TO RELATED
APPLICATIONS

This application is a continuation of International Appli-
cation No. PCT/CN2011/070671, filed on Jan. 26, 2011,
which is hereby incorporated by reference in its entirety.

FIELD OF THE INVENTION

The present invention relates to the field of communica-
tions, and in particular, to a method and an apparatus of
implementing time synchronization in a communication sys-
tem.

BACKGROUND OF THE INVENTION

In a mobile communication system, a base station is an
important component of a mobile communication network,
and is adapted to receive and transmit radio signals and enable
a user equipment (user equipment, UE) to access a wireless
network.

Base station systems of existing communication networks
have different networking solutions, for example, a base sta-
tion may be disposed at a single location, or a baseband part
and a radio frequency part of a base station may also be
disposed at different locations (a base station with a distrib-
uted architecture). For the base station with a distributed
architecture, thatis, the baseband part and the radio frequency
part of the base station are separated, the distance between a
baseband circuit and a radio frequency circuit may be rela-
tively short; or the base station may also have a main-remote
design architecture, in which a radio unit part is remotely
disposed relative to a baseband part of a main unit. The main
unit (MU) performs baseband signal processing, and the main
unit may include one or more baseband control units (base-
band control unit, BBU). One or more radio units (remote
radio unit, RRU) perform conversion between baseband and
radio frequency, and transmit and receive signals on one or
more antennas. Each RRU serves a geographical area or cell,
and transmits uplink/downlink baseband signal and main
control state information with the BBU through an interface
unit. For a time division synchronization (Time Division
Duplex, TDD) system, because base stations use the same
frequency band for transmission and reception, the base sta-
tions need to keep time synchronization in order to avoid
interference between the base stations.

In the prior art, time synchronization is implemented on
conventional base stations through a satellite positioning sys-
tem (for example, a global positioning system, GPS system, a
BeiDou satellite system, a Galileo system, or the like). How-
ever, for a base station with a distributed architecture, the
BBU and the RRU are separately configured, and if satellite
positioning systems are installed in both the BBU and the
RRU, the system architecture is complex, and the system cost
is greatly increased.

SUMMARY OF THE INVENTION

Embodiments of the present invention provide a simple
method capable of implementing time synchronization and a
base station system.

Technical solutions in the embodiments of the present
invention are implemented as follows:
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In one aspect, the present invention provides a base station
system, which includes a main unit (MU), at least one radio
unit, and a transmission medium adapted to transmit infor-
mation between the MU and the at least one radio unit, in
which the base station system further includes:

a clock synchronization server, adapted to transmit syn-
chronization data with the MU through the transmission
medium, so that the MU performs configuration processing
according to the synchronization data to implement time syn-
chronization with the clock synchronization server, in which
the clock synchronization server is configured close to a side
of'the at least one radio unit or integrated with the at least one
radio unit.

In another aspect, the present invention provides a method
of time synchronization in a base station system with a dis-
tributed architecture, in which the system includes a main
unit, MU, at least one radio unit, and a clock synchronization
server, wherein the clock synchronization server is config-
ured close to the a side of the at least one radio unit or
integrated with the at least one radio unit, and the method
includes:
transmitting, by the clock synchronization server, a first syn-
chronization data to the main unit through a transmission
medium between the clock synchronization server and the
main unit; and performing, by the main unit, configuration
processing according to the first synchronization data to
implement time synchronization with the clock synchroniza-
tion server.

Inthe solutions provided in the embodiments ofthe present
invention, a clock synchronization server is configured close
to the side of the radio unit or integrated in the radio unit, and
a transmission medium, such as an optical fiber, is used to
transmit synchronization data between the clock synchroni-
zation server and the MU, so that time is synchronized
between the MU and the clock synchronization server, and as
aresult, it is more flexible and convenient to select an MU site
of the system, devices are simplified, and the cost can be
lower.

BRIEF DESCRIPTION OF THE DRAWINGS

FIGS. 1A-1C are schematic diagrams of structures of a
base station system in different configurations;

FIG. 2 is a schematic diagram of a network structure of a
base station system according to Embodiment 1 ofthe present
invention;

FIG. 3 is a schematic diagram of a network structure of a
base station system according to Embodiment 2 ofthe present
invention; and

FIG. 4 is a schematic diagram of a network structure of a
base station system according to Embodiment 3 ofthe present
invention.

DETAILED DESCRIPTION OF THE
EMBODIMENTS

Embodiments of the present invention are introduced in
detail below with reference to the accompanying drawings. In
the following description, for the purpose of illustrating,
rather than limiting the present invention, some specific
details, for example, specific embodiments, operation pro-
cesses, and technologies, are provided for a thorough under-
standing of the present invention. However, for persons
skilled in the art, the present invention apparently may be
implemented through other embodiments without the spe-
cific details. For example, although the present invention is
described by taking a base station system with a distributed
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architecture as an example, and radio units are all described
by taking a remote radio unit RRU of a base station with a
distributed architecture in main-remote design, the present
invention is not limited to the base station with a distributed
architecture in main-remote design described in the embodi-
ments, but is applicable to any base station with a distributed
architecture, for example, the radio units of the base station
may also be local radio units; for another example, the radio
units of the base station may have a hybrid architecture in
which a part of the radio units is local radio units and a part of
the radio units is remote radio units. Data transmission
between the radio unit and a main unit in the present invention
is illustrated by taking an optical fiber as an example, but the
present invention is not limited thereto. The radio unit and the
main unit may also be connected through any other transmis-
sion medium such as a cable for data transmission. The struc-
ture of the base station system has any number of remote units
that may be configured in any network topology which may
couple at least one RRU with an optical fiber loop. The
present invention may also be applied in any system that uses
a hybrid base station. Although some of the following
examples use a single optical fiber loop, the present invention
may also be applied in a configuration in which multiple
optical fibers are coupled.

In some embodiments, well-known methods, interfaces,
and device signaling technologies are not described in detail,
as a result ambiguity of the present invention due to unnec-
essary details is avoided. Furthermore, independent func-
tional modules are shown in some figures. Persons skilled in
the art should understand that the functions may be imple-
mented by using a single hardware circuit, software running
in conjunction with a suitably programmed digital micropro-
cessor or general-purpose computer, an application specific
integrated circuit (ASIC), and/or one or more digital signal
processors (DSPs).

FIG. 1A to 1C show structures of a base station system in
different configurations. The base station may include a main
unit MU and at least one remote radio unit RRU, and the main
unit MU includes at least one baseband unit BBU. For
example, FIG. 1A shows a configuration structure of star
connection, in which the main unit is connected to multiple
remote radio units RRUs respectively through optical fibers.
As further shown in FIG. 1B, the MU is connected to multiple
RRUs in the form of a chain, and neighboring RRUs are
connected in series. As still further shown in FIG. 1C, the MU
is connected to multiple RRUs in the form of a ring. Persons
skilled in the art may know that the MU and the RRU of the
base station system still have other configuration manners, for
example, the MU and the RRU are connected through a
transmission medium such as a cable, which are not listed
herein one by one. The MU of the base station system may
include one or more BBUs. The BBUs are directly connected
to each other through a cable or optical fiber to form a network
topology structure of various forms; or, multiple BBUs may
also be connected to each other through an additionally dis-
posed switch BB box to form a network topology structure of
various forms, for example, star form, chain form, ring form,
and the like. Networking forms are flexible and diversified,
which are not described in detail here.

Embodiment 1 of the present invention provides a base
station system and a method of time synchronization. As
shown in FIG. 2, the base station system includes a main unit
MU 21, at least one remote radio unit RRU 22, and an optical
fiber adapted to transmit information between the MU 21 and
the at least one RRU 22. The base station system further
includes a clock synchronization server 23 adapted to trans-
mit synchronization data with the MU 21 through the optical
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fiber, so that the MU 21 performs configuration processing
according to the synchronization data to implement time syn-
chronization with the clock synchronization server 23. The
clock synchronization server 23 is configured close to the side
ofatleast one RRU 22 or integrated with the at least one RRU.

In this embodiment, the MU 21 transmits synchronization
data with the clock synchronization server 23, so that the MU
21 performs configuration processing according to the syn-
chronization data to implement time synchronization with the
clock synchronization server 23. It is unnecessary to install or
provide a GPS system at the side of the MU of'the base station
system, so that the cost is low and it is more flexible and
convenient to selectan MU site. Not all RRUs need to support
the GPS connection function, so that the cost of the RRUs is
reduced. It is also unnecessary to configure a synchronous
transmission line between the MU and the RRU, thereby
reducing the networking cost. In addition, a wide range of
clock synchronization servers may be selected, for example,
a server supporting the IEEE 1588 protocol may be used, or a
clock receiving module may also be used, so the device is
simple, has low cost, and can be easily installed because the
size of the device is suitable.

In this embodiment, the MU 21 may include one or more
BBUs 211. As described above, the connection manners of
the BBUs 211 may be various manners well known to persons
skilled in the art, and are not described here again. Transmis-
sion of the synchronization data between the MU 21 and the
clock synchronization server 23 may be implemented
through a single optical fiber or transmission medium, and
may also be implemented by sharing the optical fiber between
the MU and the RRU.

As an example, the clock synchronization server includes a
receiving module capable of receiving a synchronization ref-
erence signal of a satellite system to implement time calibra-
tion, thereby implementing time synchronization of the base
station system and improving the accuracy of time synchro-
nization. The satellite system includes a GPS system, a
BeiDou satellite system, a Galileo system, a global navigation
satellite system (Global Navigation Satellite System, GLO-
NASS), or the like.

As an example, the clock synchronization server may be a
server of the IEEE1588 protocol, or a server of other synchro-
nization protocols, or other clock synchronization servers.

As an example, the clock synchronization server may be a
server of the IEEE1588V2 protocol. The server of the IEEE
1588V2 protocol includes a satellite receiving module
capable of receiving a synchronization reference signal of a
satellite system. The server of the IEEE 1588V2 protocol
further includes an IEEE 1588V2 protocol processing and
communication circuit adapted to perform synchronization
processing on the synchronization reference signal received
from the satellite system and output synchronization data
through an Ethernet port.

In the solution of the embodiment of the present invention,
the number of the clock synchronization server may be one or
more. For example, all BBUs in the MU unit may share one
clock synchronization server so that the system has simple
devices and low cost; or, clock synchronization servers may
also be configured close to all different RRU sites or in all
different RRUs, or clock synchronization servers may also be
configured in a part of RRU sites or RRUs, so as to implement
the backup function of synchronization data.

As an example, one or more transfer switches may be
disposed at the side of the MU 21 or in the MU 21. The
transfer switch is adapted to transmit synchronization data
from the clock synchronization server 23 to multiple BBUs.
The transfer switch may be a switch, for example, a LAN
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switch. For example, if the MU 21 includes two or more
BBUs 11, transmission of the synchronization data between
the multiple BBUs and the clock synchronization server may
be implemented through the transfer switch.

Embodiment 2 of the present invention provides a base
station system and a method of time synchronization, as
shown in FIG. 3. The base station system may have a distrib-
uted architecture in main-remote design, or an architecture in
which radio units are designed at the local end, or a hybrid
architecture in which a part of radio units are at the local end
and a part of radio units are at the remote end. This embodi-
ment is only illustrated by taking the main-remote architec-
ture as an example. The base station system includes a main
unit MU 31, at least one remote radio unit RRU 32, and an
optical fiber adapted to transmit information between the MU
31 and the at least one RRU 32. The network structures of
each remote unit RRU 32 and the main unit MU 31 may be
different configuration structures as described above or other
configuration structures well known in this field. For clarity,
FIG. 3 only shows a connection relationship between one
RRU 32 and the MU 31.

The MU 31 may include one or more baseband units BBUs
311 which may be installed in a machine room in a centralized
manner. The BBU 311 may include a main control and clock
synchronization unit, a baseband signal processing unit, a
transmission unit, an interface unit, and the like. The specific
structure and function of the BBU are known in this field, and
are not described in detail here.

The RRU 32 is installed outdoors close to an antenna. The
BBU is connected to multiple RRUs through a baseband radio
frequency interface to transmit signals. For example, the
baseband radio frequency interface may be a common radio
interface CPRI or other standard interfaces or custom inter-
faces. The connection in the present invention is not limited to
physical connection and may also be logical connection.

The base station system further includes a clock synchro-
nization server 33 configured close to a side of a site where the
RRU is installed or integrated with the RRU, for example, a
functional module of the clock synchronization server may be
integrated in the RRU. The clock synchronization server 33 is
adapted to receive a synchronization reference signal from a
global positioning system GPS and transmit synchronization
data with the MU 31 through an optical fiber. The clock
synchronization server 33 may include a GPS receiving mod-
ule, a synchronization protocol processing and communica-
tion circuit, and the like. The clock synchronization server 33
receives the synchronization reference signal from the GPS
through the GPS receiving module, performs synchroniza-
tion processing, and outputs the synchronization data through
an Ethernet port (FE port).

The base station system further includes a first optical
adapter module 34 and a second optical adapter module 312.
The first optical adapter module 34 and the second optical
adapter module 312 are respectively configured close to the
side of the RRU 32 and the side of the MU 31 or respectively
configured in the RRU 32 and the MU 31, and are connected
through an optical fiber. The first optical adapter module 34 is
adapted to perform add-drop multiplexing on the synchroni-
zation data output by the clock synchronization server 33 and
service data output by the RRU 32. The first optical adapter
module is provided with a first optical fiber interface (not
shown). The first optical adapter module 33 converges the
synchronization data from the clock synchronization server
33 and the service data from the RRU 32 to the same optical
fiber through a shared first optical fiber interface and trans-
mits the converged synchronization data and service data to
the second optical adapter module 312 at the side of the MU
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through the optical fiber. The second optical adapter module
312 splits the converged synchronization data and the service
data and transmits the split synchronization data and service
data to the MU 31.

The MU 31 receives the synchronization data and the ser-
vice data, and performs corresponding configuration process-
ing according to the synchronization data to implement time
synchronization between the MU and the clock synchroniza-
tion server 33. Persons skilled in the art may know that, after
the MU obtains the synchronization data and the service data,
the specific manner of performing configuration processing
to implement time synchronization between the MU and the
RRU is, for example, delay processing, periodic compensa-
tion, or the like, and is not described here again.

The above description of the process is only given for the
path from the RRU to the MU, and the process is similar on
the opposite path. The MU 31 outputs service data and syn-
chronization data, converges the synchronization data and the
service data to the same optical fiber through the second
optical adapter module 312, and transmits the converged syn-
chronization data and service data to the first optical adapter
module 34 at the side of the RRU, and the first optical adapter
module splits the converged synchronization data and the
service data and transmits the split synchronization data and
service data to the clock synchronization server 33 and the
RRU 32 respectively. The synchronization data output by the
MU 31 may be synchronization response data based on the
synchronization data of the clock synchronization server.

As an example, after the second optical adapter module
312 splits the synchronization data of the clock synchroniza-
tion server 33 and the service data of the RRU 32, the second
optical adapter module 312 transmits the split synchroniza-
tion data and service data to a synchronization interface and a
baseband radio frequency interface of the BBU 311 of the
MU 31 respectively. The baseband radio frequency interface
may be common radio interface CPRI or other standard inter-
faces or custom interfaces. The BBU 311 performs configu-
ration processing according to the received clock synchroni-
zation data and outputs a synchronization response signal and
the service data. The synchronization response signal and the
service data output by the BBU 311 are transmitted to the
second optical adapter module through the synchronization
interface and the baseband radio frequency interface of the
BBU 311 respectively, transmitted to the first optical adapter
module 34 through the optical fiber, and transmitted to the
clock synchronization server 33 and the RRU 32 after add-
drop multiplexing by the first optical adapter module. Time
synchronization between the BBU 311 and the RRU 32 is
implemented by data transmission between the BBU 311 and
the RRU 32 through the baseband radio frequency interface.
Atleastone BBU 311 of'the MU 31 performs synchronization
protocol communication with the clock synchronization
server, so that time is synchronized between the at least one
BBU 311 and the clock synchronization server, and therefore
time is synchronized between the BBUs 311.

As an example, the clock synchronization server may be a
server of the IEEE1588 protocol, or a server of other synchro-
nization protocols, or other clock synchronization servers. By
using a server of a synchronization protocol, for example, a
server of the IEEE1588V2 protocol, the MU may easily per-
form synchronization protocol communication with the clock
synchronization server, and therefore a transmission network
does not need to support the synchronization protocol, so that
network configuration requirements and cost are reduced.
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As an example, the uplink and downlink transmission path
between the MU and the RRU may be implemented by one
shared optical fiber and may also be implemented by difterent
optical fibers.

As an example, the first and the second optical adapter
modules 34 and 312 may be optical add-drop multiplexers
(Optical Add-Drop Multiplexer, OADM) and may also be
other optical-electric modules.

As an example, the clock synchronization server, which
includes a GPS receiving module or a GLONASS receiving
module, is capable of receiving a synchronization reference
signal of a satellite positioning system or GLONASS to
implement time calibration, thereby implementing time syn-
chronization of the base station system. The satellite position-
ing system may be a GPS system, a BeiDou satellite system,
a Galileo system, or the like.

As an example, the number of the clock synchronization
server 33 may be one or more. For example, all BBUs 311 in
the MU 31 unit may share one clock synchronization server
so that the system has simple devices and low cost; or, clock
synchronization servers may also be configured close to all
different RRU sites or in all different RRUs, or clock syn-
chronization servers may also be configured in a part of RRU
sites or RRUs, so as to implement the backup function of
synchronization data.

In the base station system provided in the embodiment of
the present invention, time synchronization of the base station
system may be implemented without requiring an MU
machine room to provide a GPS signal, so that the require-
ment for the selection of an MU site is reduced, and the MU
machine room may be disposed more flexibly. The RRU also
does not need to support the GPS connection function, so that
the cost of the RRU is reduced. In the embodiment of the
present invention, an optical adapter module is disposed so
that synchronization data and service data share one optical
fiber without configuring an optical fiber alone to transmit the
synchronization data, thereby reducing the networking cost.
In addition, a clock server and the optical adapter module are
disposed to implement time synchronization of the base sta-
tion system without changing the original interface configu-
ration of the BBU and the RRU, so that the base station system
has simple devices and low cost.

Embodiment 3 of the present invention provides a base
station system and a method of time synchronization, as
shown in FIG. 4. The base station system includes a main unit
MU 41, at least one remote radio unit 42, a clock synchroni-
zation server 43, and a first optical adapter module 44 and a
second optical adapter module 412 that are respectively dis-
posed at the side of the RRU and the side of the MU. The base
station system provided in this embodiment is similar to the
base station system in Embodiment 2. The same part may be
seen in the description of Embodiment 2, and are not
described here again. The difference is mainly described
below.

One or more transfer switches 413 are disposed at the side
of the MU 41 or in the MU 41. The transfer switch 413 is
connected to the second optical adapter module 412. After the
second optical adapter module splits synchronization data of
the clock synchronization server 43 and service data of the
RRU 42 that are received, the second optical adapter module
transmits the synchronization data of the clock synchroniza-
tion server 43 to the transfer switch 413, for example, may
transmit through an Ethernet interface. The transfer switch
transfers and outputs received synchronization data to the
BBU 211. The transfer switch may be a switch, for example,
a Lanswitch. By disposing the transfer switch at the side of
the MU 41, the MU may be disposed more flexibly, especially
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when the MU 41 includes two or more BBUs 411, transmis-
sion of synchronization data between the multiple BBUs and
the clock synchronization server may be implemented
through the transfer switch 413, which also facilitates capac-
ity expansion of the base station system. For example, even if
capacity of the base station system is expanded to add mul-
tiple BBUs, synchronization data may also be transmitted
between the BBUs and the clock synchronization server con-
veniently, so as to implement time synchronization between
the BBUs.

Persons skilled in the art should understand that all of or a
part of processes in the method according to the embodiments
may be implemented by a computer program instructing rel-
evant hardware. The program may be stored in a computer
readable storage medium. When the program is executed, the
processes of the method according to the embodiments are
performed. The storage medium may be a magnetic disk, an
optical disk, a read-only memory (Read-Only Memory,
ROM), or a random access memory (Random Access
Memory, RAM).

The objectives, technical solutions, and beneficial effects
of the present invention have been described in further detail
through the above specific embodiments. It should be under-
stood that the above descriptions are merely specific embodi-
ments of the present invention, but not intended to limit the
protection scope of the present invention. Any modification,
equivalent replacement, or improvement made by persons
skilled in the art without making creative efforts should fall
within the protection scope of the present invention.

What is claimed is:

1. A base station system, comprising:

a main unit,

at least one radio unit,

an optical fiber configured to transmit information between
the main unit and the at least one radio unit,

a clock synchronization server configured to transmit a first
synchronization data from the clock synchronization
server to the main unit through the optical fiber, wherein

the main unit is configured to perform configuration pro-
cessing according to the first synchronization data to
implement time synchronization with the clock syn-
chronization server,

the clock synchronization server is configured close to a
side of the at least one radio unit or integrated with the at
least one radio unit,

the base station system further comprises a first optical
adapter module coupled to the at least one radio unit and
the clock synchronization server,

the first optical adapter module includes a first optical fiber
interface coupled to the optical fiber,

the first optical adapter module is configured to converge
the first synchronization data and a first service data
from the at least one radio unit, and transmit the con-
verged first synchronization data and first service data
through the first optical fiber interface, and

the first optical adapter module is configured close to the
side of the at least one radio unit or integrated with the at
least one radio unit.

2. The base station system according to claim 1, wherein

the base station system further comprises a second optical
adapter module,

the second optical adapter module is coupled to the main
unit and configured close to a side of the main unit or
integrated with the main unit,

the second optical adapter module comprises a second
optical fiber interface, and
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the second optical fiber interface and the first optical fiber
interface of the first optical adapter module are con-
nected through the optical fiber.

3. The base station system according to claim 2, wherein
the second optical adapter module is configured to

receive the converged first synchronization data and first

service data through the second optical fiber interface,
split the converged first synchronization data and first ser-
vice data and

transmit the split first synchronization data and the split

first service data to the main unit.

4. The base station system according to claim 3, wherein

the second optical adapter module is further configured to

converge a second synchronization data and a second
service data from the main unit, and

transmit the converged second synchronization data and

second service data through the second optical fiber
interface.

5. The base station system according to claim 4, wherein

the main unit comprises at least one baseband unit (BBU),

the at least one BBU comprises a baseband radio frequency
interface and a synchronization interface coupled to the
second optical adapter module,

the baseband radio frequency interface is configured to

transmit the second service data and receive the first
service data, and

the synchronization interface is configured to transmit the

second synchronization data, and receive the first syn-
chronization data.
6. The base station system according to claim 5, wherein
the at least one baseband unit BBU comprises at least two
BBUs,

the main unit further comprises at least one transfer switch
coupled between the second optical adapter module and
the at least two BBUs, and

the at least one transfer switch is configured to transmit the

first synchronization data to the at least two BBUs from
the clock synchronization server, and receive the second
synchronization data from the at least two BBUs.

7. The base station system according to claim 2, wherein
the first optical adapter module and the second optical adapter
module are optical add-drop multiplexers (OADMs).

8. The base station system according to claim 1, wherein
the first optical adapter module is an OADM.

9. The base station system according to claim 1, wherein
the clock synchronization server is a server of an IEEE 1588
protocol.

10. The base station system according to claim 1, wherein
the clock synchronization server comprises a receiving mod-
ule configured to receive a synchronization reference signal
from a satellite system.
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11. A method of time synchronization in a base station
system, comprising:

transmitting, by a clock synchronization server in the base

station system, a first synchronization data to a main unit
in the base station system through a an optical fiber
between the clock synchronization server and the main
unit, wherein the clock synchronization server is config-
ured close to a side of the at least one radio unit in the
base station system or integrated with the at least one
radio unit; and

performing, by the main unit, configuration processing

according to the first synchronization data to implement
time synchronization with the clock synchronization
server;

transmitting, by the at least one radio unit, a first service

data to the main unit through the optical fiber;

wherein the first service data and the first synchronization

data are transmitted to a first optical adapter module
coupled to the at least one radio unit and the clock
synchronization server, and converged by the first opti-
cal adapter module; and

wherein the converged first service data and first synchro-

nization data are transmitted by the first optical adapter
module through the optical fiber.

12. The method according to claim 11, wherein the con-
verged first service data and the first synchronization data are
transmitted by the first optical adapter module to a second
optical adapter module through the optical fiber, and wherein
the second optical adapter module is coupled to the main unit.

13. The method according to claim 12, wherein the con-
verged first service data and first synchronization data is split
by the second optical adapter module, and the split first syn-
chronization data and the split first service data is transmitted
to the main unit by the second optical adapter module.

14. The method according to claim 12, wherein a second
synchronization data and a second service data from the main
unit is converged by the second optical adapter module, and
the converged second synchronization data and second ser-
vice data is transmitted by the second optical adapter module
through the optical fiber.

15. The method according to claim 11, wherein the main
unit comprises at least one baseband unit, BBU.

16. The method according to claim 11, wherein the first
optical adapter module is an optical add-drop multiplexer,
OADM.

17. The method according claim 11, wherein the clock
synchronization server comprises a receiving module config-
ured to receive a synchronization reference signal from a
satellite system to implement time synchronization with the
satellite system.



